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Preview

Huawei SFP-GE-LX-SM 1310 1GE 1310nm 10km single-mode SFP module for Huawei switches and routers.
Check real-time price, stock and lead time. Global Shipping & Tech Support. GBICS transceivers are MSA
form factor specification and configured in-house by our engineers to initialise and perform exactly as the
OEM equivalent. Table 2 shows the Huawel hot switches which support SFP-GE-LX-SM1310. Table 3 shows
the comparison of S-SFP-GE-LH40-SM1310. SFP-GE-LX-SM1310 (02315200) Huawei compatible
transceiver is a SFP (Small Form factor Pluggable) Transceiver, operating over Double Fiber Single-Mode
Fiber (SMF) optical cable. It has minimum guaranteed optical budget of 13 dB, with in most cases is enough
to reach about 10 km distance. We guarantee the SFP-GE-L X-SM 1310-Atransceiver module to work in your
system. If the SFP-10G-ER-1310 is connected to a 10Gbase-ER standard optical module (1550nm, 10GE,
40km), the maximum transmission distance is only 20km due to different specifications such as wavelength
and receiving sensitivity.

The LX-SM1310 HXB Huawei high-quality 1.25G SFP transceiver module, designed for Gigabit Ethernet and
optical networking over long-distance single-mode fiber.

The Optical Transceiver eSFP GE Single-Mode Module (1310 nm, 10 km, LC) is a high-performance Gigabit
Ethernet optical module designed for long-distance fiber networking applications. Engineered

This product is 100% compatible with al Huawel products that support 1000BASE-L X/LH SFP transceivers.
Rigorous production testing ensures the best out-of-the

Der SFP-10G-ER-1310-HU 10GBASE-ER LC Duplex SFP+ kompatibel zu Huawei hat ene
Empfangsfunktion (Receiver mit 1310nm) und eine Sendefunktion (Transmitter mit 1310nm) f&#252;r

The SFP GE LX SM1310 transceiver module combines quality with low cost and gives you an ideal
alternative except for the high price transceivers. The SFP GE LX SM 1310 is 100% compatible with

The Huawei Optical Transceiver, eSFP, GE, BIDI Single-mode Module (TX1310/RX1490,10 km, LC) is
guaranteed 100% Compatible and Functional in

Professional Huawei SFP module with 1.25Gbps data rate, 1310nm wavelength & amp; 10km range. 100%
H3C compatible with lifetime warranty.

Huawel SFP-GE-LX-SM1310 compatible optical transceiver is a dua fiber 1000Mbps Small Form-factor
Pluggable SFP module for use in 1000BA SE Ethernet network. SFP LX provides 1Gb/s throughput
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Specifications Model Huawei SFP-GE-LX-SM1310 Form Factor SFP (Small Form-factor Pluggable)
Interface Single-mode Fiber (SMF) Wavelength 1310 nm Data Rate 1.25 Gbps (Gigabit Ethernet)

Compatible 1000Base-L X/LH Singlemode 10km 1310nm SFP Transceiver for Gigabit Ethernet.

SFP-GE-LX-SM1310 Huawei Optical Transceiver, SFP, GE, Single-mode Module (1,310 nm,10 km, LC)
Form Factor: SFP Data Rate: 1.25Gbps Wavelength:

This document provides specifications and details about the SFP-GE-L X-SM 1310 optical module for Huawei
devices.

If the SFP-10G-ER-1310 is connected to a 10Gbase-ER standard optical module (1550nm, 10GE, 40km), the
maximum transmission distance is only 20km due to different specifications such as wavelength

Good quality price gsfp28 optical module 10g from price gsfp28 optical module 10g manufacturer, Buy price
gsfp28 optical module 10g online from China.

SFP+10GE-LH10-SM 1310 is a Huawei Compatible SFP+ Transceiver supporting 1.25-10.31 Gbps data rate
in 10 km distance over Single-Mode Fiber SMF

The Best Huawel Products Price List Checking Tool ICT-Router, Switch, Optical Transmission &amp;
Access Network

Web: https://www.morwarreconst.co.za
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