
Low Temperature Resistant Fiber Optic
Switch

Article Overview

For low-temperature applications, Agiltron NanoSpeed(TM) switches (-50?C to +90?C) and FFSY Series

fiber optic switches offer robust, temperature-insensitive performance.

Agiltron NanoSpeed(TM) Fiber Optic Switches

The NanoSpeed(TM) family is highly suitable for low-temperature environments, with an operating range

from -50?C to +90?C. These switches feature ultra-low loss (
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Deploying industrial temperature rated equipment for reliable network operation This white

Industrial Ethernet switches - Industrial-strength Unmanaged and Managed Switches Our Industrial Ethernet

Switch portfolio

Search our portfolio of Fiber Optics products for Low-temperature Applications and select your specifications.

We offer a wide array

Fiber-optic switches generally allow for rerouting optical signals in fibers, mainly in optical fiber

communications.

Our fiber optical switches are based on a patented micromechanical/micro-optical design. This guarantees

excellent properties,

Designed for industrial, military, and aerospace applications, Diamond''s high-temperature interconnects

Harsh environment fiber optic cable - Deploy in industrial facilities, mines, subsea and other environments

where extreme conditions

This NanoSpeedTM switch family features ultra-low loss (&lt;1dB), polarization independence, bi-directional,

Continuously Transmission without Gaps, Coating, Lens Ultra-Low Loss, as low as 0.1dB Ultra Broadband

300 to 3000 nm High
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Low Temperature Resistant Fiber Optic
Switch

LA Series industrial fiber optic cable with LSZH double jacket, built for extreme low temperatures. Ideal for

Piezoelectric driven switches are especially designed for fast switching - measured in milliseconds - low loss

and high repeatability.

High-temperature measurements above 1000 &#176;C are critical in harsh environments such as aerospace,

metallurgy,

Low Loss (0.7dB) Polarization Insensitive Ultra-High Reliability 1014 Aerospace, Out-space, Mill-spec

Qualified High Optical Power (

Shop DigiKey''s large in-stock selection of Fiber Optic Switches, Multiplexers, Demultiplexers. View

In order to make the communication equipment in space station operate normally, it is necessary to explore the

high
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